Stiff PVC court marker line
quick installation
Surface with perforated side flaps to let water
through and ensure increased line flexibility.
Roll pack factory cut to standard sizes for
quick and easy installation; supplied complete
with bushings and anchors.

One pack is enough to mark a whole court.

Anti-slip PVC line
Court marker line anti-slip material with
inserts for nail application.
Width :5 cm
Pack: a 150 m roll,amount required to

mark a whole court

Hot-galvanised nails
Hot galvanising protects the nails from rusting.
Pack: 5 Kg box.
Quantity required for complete replacement:
I5 Kg

Tennis net poles

Complete with racks and bushings,
hot galvanised, painted for greatest
rust-preventing efficiency.

80 x 80 mm square section.
Poles for singles
galvanised and painted

Tennis Net
Complete with 5 mm stainless steel
cable and net centre, extremely strong
thanks to all-around reinforcement,

twisted and knotted.

Center net for tennis

Brass rack

Umpire chair
Painted and plastic coated with PYC body
and writing top




Aluminium blower
10 cm diameter - Complete with shut-off valve and hose connector
with 22/25 mm diameter

Stainless steel float
Highly versatile with a smooth side for levelling and a toothed

side for scraping

Mesh-type levelling mat 2 x 1,5 m Coconut fibre levelling mat 2 x 1,5m

Court bottom tarpaulins
Very strong with reinforced edges and studs.
Density: 90%

Dimensions: 18 x 2m - 18x1,5m

Manually operated iron roller with brush Drum
Length 70 Cm - Height 50 Cm
Diameter 50 Cm - Thickness 6 mm

Max weight with water filling: 180 Kg

ZAGRO power roller

Motor: Honda 5.5 Hp - Transmission: hydraulic - Fuel: unleaded petrol

Drive: hydraulic - Safety device up to EEC standards
Drum: two-piece with differential - Drum dimensions: diameter 508
mm - width 900 mm - Idle weight: 380 kg with ballasting options
Max overall dimensions: width 1000 mm - length 1800 mm - height 1100 mm




